MATERIAL SAFETY DATA SHEET
FOR ODORIZED PROPANE

1. CHDRCAL PRODUST ANDI CONPANYHICEINTIFICATION:

Product Name: Odorized Commercial Propane

Chemical Name: Propane
Chemical Family: Paraffinic Hydrocarbon

Formula: C3H3
Synonyms: Dimethylmethane, LP-Gas, Liquefied Fetoleum Gas (LPG), Propane, Propyl Hydride

Tramsponation Emergency Number
COLEMAN PROPANE
33 HALLOCK DRIVE Emergency No. 1-800-496-6141
WASHINGTONVILLE, NY 1-800~424-9300 For Routine Info,
10992 Call 496-6141

Name & Acdresa
-2, COMPOSITION/INRFORMATION:ON. INGREDIENTS.

INGREDIENT NAME PERCENTAGE OSHA PEL
MCASNUMBER ... i e
Propane/J4-98-6..... .. ..o i ErL5100 )
Ethane/74-84-0 ... .o i 035 )
Propylene/11507-1 ... 0o i, 0-100 ) 1000 ppm
BUlRnNes/YAMIOUS. . .. ... i e ar e a s 025 )
Ethyl Merzapian?5.08-1 ... oa o a 15-25 ppm )
P Bt i A2 e e
3. HAZARDS IOENTIFICATION !

EMERGENCY OVERVIEW

FIRE HAZMRD
DANGER! Flammable liquefied gas under pressure, Xeep HEALTH HAZARD P
away from heat, sparks, flame, and al] other igniton \ 0
scurces. Vapor replaces oxygen available for breathing and
S
REACTIVITY
P

may cause sulfocation in confined spaces. Ute anly with

adeguate veniilation, Odor may not provide adequate wam-

ing of poteriinlly hazardous concentrations. Vapor is

heavier 1han air. Liquid can cause freeze bum similas o SPECIAL HAZARDS®

fronbite. Do rol get liquid in eyes, on skin, or on clothing.
Severe @ (D stigm

Avoid beeadhing of vipor. Xeep container valve closed
Serious P Q> Minimal

when noi in e,
POTENTIAL HEALTH EFFECTS INFORMATION Moderase @ * (Ref. NFPA 704)

ROUTES OF EXPOSURE:
Inhalation: Asphyxiant. It showld be noted thal before suffocation could occur, the lower flammability limit of propane-in
nir would be exceeded, possibly causing boh an exsygan.deficient and explosive stmasphere, Exposurs to concantrations
>I0% may caute dizainess. Exporure 10 aimoszherea conteining 8%-10% or less oxygen will bring about unconsciousness
without warning, and 5o quichly that the ndaviduals cannot help or protect themselves. Lack of sufficient onygen may cause

terious injury or death,



Eye Coptact: Contact with liquid can cause freezing of ussue,
Skin Coatact: Contact with hiquid can cause frostbile.

[Skin Absorptiva): None.
[Ingestion): Liquid can cause freeze burn similar 1o frosibite, Ingestion net expecied to occur in normal use.

CHRONIC EFFECTS: None.
MEDICAL CONDITIONS AGGRAVATED BY OVEREXPOSURE: None.

OTHER EFFECTS OF OVEREXPOSURE: None.
CARCINOGENICITY: Propanc is not listed by NTP, OSHA or JARC.

A e g s

AT BT, ATE MARGIRT
INHALATION: Persons suffering from lack of oxygen should be removed 1o fresh air. If viclim is not breathing, adminiscer
antificial respiration. If breathing is difficull, adminisier oxygen. Qbtsin prompt medical anention.

EYE CONTACT. Contact wilh liquid can cause freezing of tissue. Gently flush eves with Jukewarm waler.

Obain medical auention immediately.
SKIN CONTACT: Contact with liquid can cavse frosibite. Remove sarurated clothes, shoes and jewelry. Immerse affected

area in lukewarm water not exceeding 105° F. Keep immersed. Get prompt medical anention.
INGESTION: If swallowed, get immediale medical attention.
NOTES TO PHYSICIAN: None.
s FIRE-IGHTING MEASURES
AUTOIGNITION: 842° F (432° C)

FLASH POINT: -156°F (-104° C)
IGNITION TEMPERATURE IN AIR: 920-1120' F

FLAMMABLE LIMITS INAIR BY VOLUME- Lower: 2.15%
EXTINGUISHING MEDIA: Dry chemical, COZ2, water spray or fog for surrounding area. Do not exungwsh fire until

Upper: 9.6%

propane source 1s shut off.
jately cool iner with

SPECIAL FIRE-FIGHTING INSTRUCTIONS: Evacuate personnel from danger area. Immed
water spray from maximum distance, 1aking care not 10 extinguish flames. If flames are extinguished, explosive re-igniton

may occur. Siop flow of gas, if possible without risk, while conlinuing cooling water spray.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Propane is eanily ignited. It is heavier than air; therefore, it can ¢ollect in
areas while dissipaning where an ignilion source can be present. Pressure in a container can build up due to heat and container

may rupture if pressure relief devices should fail 10 function.
HAZARPOUS COMBUSTION PRODUCTS: None.

‘6. ACCIDENTIAL RELEASE MEASURES
diate area. Elimi any

STEPS TO BE TAKEN [F MATERIAL IS RELEASED OR SPILLED: Evacuaie the §
possible sources of ignition and provide maximum ventiladon, Shut off source of propane, if possible. If leaking from

container, or valve, contact your supplier and/or fire deparument,

/7. HANDLING AN STORAGE
HANDLING PRECAUTIONS: Propane vapor is heavier than air and can collect in low areas that are without sufficient:-
ventilation. Leak-check system with a leak detecior or solution, never with flame. Make certain the conuiner service valve is
inue use and contact supplier.

shut off prior (o connecting or disconnecting. If container valve does not op properly. di
Never insert an object (e.g. wrench, screwdriver, pry bas, eic.) into pressure relief valve or cylinder valve cap openings. Do not

drop or abuse cylinders. Never surike an arc on a gas conlainer or make a conlainer part of an electrical cireuit,
See 16, OTHER INFORMATION" for additional precautions.
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STORAGE PRECAUTIONS: Store in a sale, authorized location (outside, dewsched siorage 15 preferred) with adequate
venulstion. Specific requirements are Listed in NFPA 58, Standard for the Storage and Handling of Liquefied Pereleum Gases.
Isotaie from heal and igniuon sources. Containers should never be allowed to reach temperature exceeding 125° F (52° C).
Isolate from combustible materials. Provide separate sicrage locations for other compressed and flammable gases, Propane
containers should be separated from oxygen eylinders, or other oxidizers, by a minimum distance of 20 feet, or by a barrier of
pon-combusuble material at Jeast § feet high having a fire rauing of at Jeast 1/2 hour. Full and empty cykinders should be segre-

gated. Store cylinders in upright positon. or with pressure relief valve in vapor space. Do nol drop or abuse cylinders. Keep
container valve closed and plugged or capped when nol in use. Install protective caps when cylinders are not connected for
use. Empty containers rewun some residue and should be treated as if they were full.

8. ExPOSURE CONTROL/PLRSONAL PROTECTION]

ENGINEERING CONTROLS
Ventlation: Provide venulation 5o propane does not reach & flammable mixrure,

RESPIRATORY PROTECTION (SPECIFY TYPE)

Geperal Use: None,
Emergency Use: If concentrauions are hugh enough 1o warmant supplied-air or self-coniained breathing apparatus, then the

aimosphere may be Mlammable (See Secticn 5). Appropriaie precautions must be taken regarding flamemability.
PROTECTIVE CLOTHING: Avoid skin contact with liquid propane because of possibility of freeze bum. Wear gloves and
protective clothing which are impervious 10 the product for the duration of the anticipaied exposure,

EYE PROTECTION: Safeis glasses are recommended when filling and handling cylinders,
OTHER PROTECTIVE EQUIPMENT: Safety shoes are recommended when bandling cylinders,

BOLLING PODNT @ |4 7 psa = 43" F
SPECIFIC GRAVITY OF YAPOR (Air= 1) at 60'F: 1.50
SPECIFIC GRAVITY OF LIQUID (Water= 1) a1 60" F* 0.504
VAPORPRESSURE: @ 70°F=127psig

@ 105" F=210psig
EXPANSION RATIO (From hiquid 10 gas @ 14.7 psia): 110 270

SOLUBILITY IN WATER: Slight. 0.1 10 1.0%

APPEARANCE AND ODOR: A colorless and 1asteless gas 2L normal temperature and pressure.
An odorant has been added (0 provide a swrong unpleasant odor.

ODORANT WARNING: Cdorant 15 added to aid in the detecuion of leaks. One common odorant is ethyl mercaptan, CAS
No. 75-08-01. Oderant has a foul smell. The ability of pasple 10 detect odors vasies widely. Also, certain chemical reactions
with material in the propane system. or fugiuve propane gas from underground leaks possing Lhrough ceradn solls, ean
reduce the odor level. No odorani will be 100% effective in all circumstances. If odorant appears to be weak, notify propane

supplier immediately.

10, STABILITYARD; REACTIVITY.

STABILITY: Suble.
Conditlons to Avoid: Keep away from hugh heat, suong oxidizing agenis and sousces of ignition.

REACTIVITY:
Hazardous Decompasition Products: Products of combusiion are fumes, smoke, earbon monoxide, aldehydes and other
decomposition producis. lncomplete combushion can cause carbon monoxide, & 1oric gas while burning or when used &3 an

engine fuel.
Hazardous polymerization; Will not occur.
k|



A 1HTOXICOLOGICAL INFORMATION:
Propane'is non-loxic and is & simple asphyxiant, however, it does have slight anesthetic properties and higher concentrations
may cause dizziness.
[IRRITANCY OF MATERIAL): None.
[REPRODUCTIVE EFFECTS]: None
[TERATOGENICITY): None
[SYNERGISTIC MATERIALS]): None

[SENSITIZATION TO MATERIAL): None

[MUTAGENICITY): None

12.7ECOLOGICAR INFORVATION'
No adverse ecological effects are expected. Propane does nol contain any Class [ or Class 11 ozone-depleting chemicals (40
CFR Pan 82) Propane is not listed as a marine pollutant by DOT (49 CFR Pant 171).

13, DISPOSAL CONSIDERATIONS.

¢ of residual or d product in the container. Rewm 10 supplier

WASTE DISPOSAL METHOD: Do not attempt (0 disp

for safe disposal.
Residual product within process sysiem may be burned at a controlled rate, if a suntable burning unit {flare stack) is available

on site. This shall be done in accordance with federal, state and local regulations.

14 ¥ TAANSPORTI INFOHMATION

. HAZARD CLASS: 2.1 (Flammable Gas)
D PPING NAME: fied Petrol
OT SHIPPING NAME: Liquefied Peroleum Gas - po g1yt op pey: None  SHIPPING LABEL(S): Flammable gas

ma:vrmcm:xo\:‘v ‘:':JMBER’ LN 1075 PLACARD (WHEN REQUIRED): Flammable gas
IMO SHIPPING NAME: Propane SPECIAL SHIPPING INFORMLATION: Container should be trans-
IMO IDENTIFICATION NUMBER: UN 1978 ponied in a secure, upnghi position in a well-ventilated vehicle.

15 REGULATORY. INFORNATION’
The following information concerns selected regulatory reguirements potentially applicable to this product. Not all such
requirements are identified. Users of this product are responsible for their own regulatory compliance on a federal, siate

LS, FEDERAL REGULATIONS

[provincial] and local level.

EPA Environmental Protection Agency
CERCLA Comprehensive Environmenial Response, Compensation and Liability Act of 1980
(40 CFR Pans 117 and 302):
Reportable Quantity (RQ): None

SARA Superfund Amendmeny and Reauthorization Act
+ SECTION 302/304: Requires emergency planning on threshold planning quantities (TPQ) and release reporung

based on reportable quantities (RQ) of EPA's extremely bazardous substances (40 CFR Part 355).
Extremely Hazardous Substances: None

Threshold Planning Quantity {TPQ): None
+ SECTTIONS 311/312: Require submission of material safety data sheets (MSDSs} and chemical inveniory repon-
ing with idenuification of EPA-defined hazard classes (40 CFR Pant 370). The hazard classes for this product are:

IMMEDIATE Yes PRESSURE: Yes
DELAYED No REACTIVITY: No FLAMMABLE: Yes
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« SECTION 313: Requires submussion of annual reports of release of toxic chemucals that

appear in 40 CFR Pan 372.
Propane does not require reporung under Section 313,

idental Rel

t for Chemical A

40 CFR PART 68 Risk Manag

TSCA Toxic Substance Control Act
Propane 15 hisied on the TSCA inventory

OSHA Occupational Safety and Health Administration
29 CFR 1910.119: Process Safety Management of Highly Hazardous Chemicals.

FDA Food and Drug Administration
21 CFR 184.1655: Generally recognized as safe (GRAS) as 1 direct human food ingredient when used as a propellant,

acrating agent and gas.

16. OTHER INFORMATION:
SPECIAL PRECAUTIONS: Use piping and equip dequately designed 1o withsiand pres 10 be d
NFPA 58 Standard for the Storage and Handling of Liguefied Petroleum Geses and OSHA 29 CFR 1910.10 require that 2l
persons employed in handhing LP-gases be wrained in proper handling and operating procedures, which the employer shall doc.
ument. Contact s our propane supplier 1o arrange for the required raming. Allow only wrained and qualified persons to install

and service propanc contners and systems.

WARNING: Be aware that with odorized propane the intensity of ethy) mercaptan siench (its odor) may fade due to
chemical oxidation (1n the presence of rust. air or moisture), adsorption or absorption. Some people have nasal perception
problems and may not be able 10 smell the ethy] mereaptan stench. Leaking propane from underground gas lines may lose
its odor as 1t passes shreugh certn soils. While ethyl mercaplan may not impart the warning of the presence of propanc in
every insiance. 1t 1s generally effecuve in a majenn of situstions. Familiarize voursell. your employees and cusiomers with
this warming, and other facis associated with the so-called “odor-fade”” phenomenon. Ji you do not already know all the
facts, contact your propane suppher for more informauon about odor, elecironic pas alarms and other safety considerations

associated with the handling, storage and use of propene.

1SSUE INFORMATION

Issue Date:
This marerial safety data sheet and the information it contains is offered 1o you in good faith as accurate. This Supplier does

not manufacture this product but s a supplicr of the product independently manufactured by others. Much of the information
comained in this data sheet was receised frem sources outside our Company. To the best of our knowledge this information is
accurate, but this Suppher does not guaraniee ils accuracy of completeness. Health and safety precautions in this daia sheel
may not be adequaie for all individuals and/or situauons. Ttis the user's obligation 1o evaluate and use this product safely, com
ply with all applicable laws and regulations and 10 assume the risks involved in the use of tus product.

NO WARRANTY OR MERCHANTABILITY. FITNESS FOR ANY PARTICULAR PURPOSES, OR ANY OTHER WAR-
RANTY IS EXPRESSED OR 1S TO BE IMPLIED REGARDING THE ACCURACY OR COMPLETENESS OF THIS
INFORMATION. THE RESULTS TO BE OBTAINED FROM THE USE OF THIS INFORMATION OR THE PRODUCT,

THE SAFETY OF THIS PRQDUCT, OR THE HAZARDS RELATED TO ITS USE.

"




